


HOW TO USE THE 
ARGUS PR-200 PROUECTOR 


The Argus PA-200 Projector is 
2 modern miniature projector for 
slides and_ film 






a suggests, the 
PA-200 has @ 200 watt lam rovid- 
19. extra illumination for a eight. 
or screen image. 


spects, the PA-200 in- 
‘of the successful and 














{Argus Projectors the most popular 





The photographic Feld. 


USING THE ARGUS 
PA-200 PROJECTOR 
FOR FILM-STRIPS 


Tho Argus PA-200 Projector also 
accomodates 35 mm. film strips, 
microfilms and the like, single or 
double frame, in lengths up to 10 
feet. 
To use the projector for film 
i up as described above 
jon insofar as de- 
termining picture size is concerned. 
Then proceed as shown in th 
trations at the right. 

















USING THE ARGUS 
PA-200 PROJECTOR 
FOR SLIDES 


The Argus PA-200 Projector ac- 
commodates standard 35 mm. or 
Bantam (828) transparencies mount- 
‘ed either in 2 x 2-inch cardboard 
or glass mounts. 

To use it for slide projecti 
move the projector from 
and place it on @ table or other 
steady support at the proper dis- 
tance from a screen to give 

red. (Seo table of 
projected sans ae folder). 
projector plugs into any 110- 
120 AC or DC ratte, aaa con- 
voniont switch is placed at the back 
of the machine. 

















|, Make sure that the first picture 
of the sequence is on the outside 
of the rll. 

2. Insert the small end of the spool! 
into the roll of film at the same 
fime engaging the inside end of 
the film under the spring on the 
spool (figure A). 

3. Slide the film right up to the 
lange on the spool (igure 8). 

4. Hold the film while turning the 
spool fo tighten up the roll of film. 
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Slides ao imate in the rotary type 





the 





ht side up, that is, exactly 
yy you would view them when 


holding them to transmitted light. 


Place the spool over the top 
spindle (figure 8). 

Lift the pressure pad and 

place film in the track provid- 
td for it (igure C}. 

Let pressure pad down on 
ieee 

Lay the end of the film next 
to the empty spindle (figure D). 

Engage the empty spool on 
the spindle and imert the end 
of the film under the spring on 
the spool (Figure E). 

‘Adjust masking blades to suit 
frame size on film (figure F}. 

‘After showing and to remove 
film, rewind on to the top spool 
(Figure B). 
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To bring the slide into projected The switch for turning on the PA- By sliding the lens barrel in or out The rising front or titing device 
position, rotate the slide ca 200 projector is conveniently plac- of its mount, the picture is brought permite centering tho picture on 
half turn. This brings another ed at the back of the projector. into sharp focus. Use a twisting the screen. To operate, loosen 
holder into. position for inserting motion to make it a smooth and thumbscrew, projector until 
second slide, rapid operation. picture is properly centered, then 


tighten thumbscrew. 
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FOR VERTICAL PROJECTION FOR HORIZONTAL PROJECTION 


Slide the film strip attachment onto Slide the film strip attachment onto. Turn knob of 
the bracket provided, from the side. 
NO’ 


TO CHANGE PICTURE 





up spool coun- 
the bracket provided, from above. _ter-clockwise until next picture is 
NOTE: Be sure the lens barrel is centered on the screen. 
extended. extended. 











NOTE: It is always advisable to have 
fan extra lamp in reserve to 
ny delay, should the one in use burn 
out, 

To replace the lamp, loosen the 
crews at the side of the lamp hous- 
ing and lift it off (s00 illustration). 
Then romove the light baffle above 
tho lamp as shown above. The lamp 














To remove the condensers for 
mp hous- 

placing the lamp. Th 
release the catch on the condensing 
ns mount as shown in the illustra- 


the bayonet-type and a Ya turn 
<euntr-<lckwise permits its remov- 

Placo new lamp in position by lo- 
cating logs in det of socket. then 
press down gently, and turn clock- 
wise until lamp is held firmly. The 
projector uses standard 200 watt 
T8 lamp. 





The lenses can now be lifted out 
for cleaning. Use a soft lintless cloth 
and wipe each lens clean. Replace 
them in the original position, taking 
caro that the curved surfaces are 
facing. 





CARE OF THE PA.200 PROJECTOR 


‘When not in use, keep the projector in its box, or better sill, in 
the convenient carrying case available to fit it. I keep it free 
from dust and always ready for 











Do not attempt fo take the projector lens apart. It has been 
carefully assembled and the lenses positioned with extreme accuracy 
Hf the lens is damaged through accidental dropping or misuso, it 
should be returned to Service Dept., Argus, Inc. for repair or adjust- 
ment. 








The table below indicates at a glance the proper distance from 






based on standard 35 mm. film frames. Bantam si 
slightly larger than double frame, 


Projector to Ser Seroen Size 
distance (in feet) Single Frame Double 























6 12 x 16” 16 x 24” 
ok rr eT 
Pe er re 
™ wr awe 
30 60x 80” | 80 x 120” 








HINTS FOR BETTER 
PROJECTED PICTURES 


TYPE OF SCREEN 

Screens with a smooth mat white surface reflect the light almost 

equally in jons, and are desirable in rooms which are nearly 

square or are wide and not deep. When using such @ screen, the 
of any spectator shoul net be greater tean 30 degreet from 

the line of the projector. 

beaded screen is used, the angle is materially reduced, due 

of the beaded material, and the viewing angle should 

tor than 20 degrees. 

SEATING OF AUDIENCE 

To obtain maximum benefit from the projected images, the au 

enco should not be seated nearer than twice tho width of the 

sereen in use, nor should they be farther than six times the width of 























tho screen. This will eli and will also 
sorve to je from the 
standpoint of human vision. 


KEEP SLIDES CLEAN 

Keop your slides cloan and froe of finger marks. For maximum 
protection, bind them between glass to prevent damage to the 
sensitive film surface. 

KEEP THE PROJECTOR LENS CLEAN 

A soft cloth or camel hair brush will do this nicely. 


KEEP THE REFLECTOR CLEAN 

Koop the reflector clean. You lose up to 15% of th 
when it isn't. With the lamp housing removed, cleaning i 
matter. 





ination 
simple 
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